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Pneumatic Loader Filters
Air filtration elements for material conveying and pneumatic loading systems. Prevent dust and fines from
escaping while maintaining conveying efficiency.

SPECIFICATIONS

Specification Details

Filter Types Cartridge, bag, panel, sock

Micron Ratings 1 micron to 100 micron

Airflow Capacity 100 CFM to 5,000+ CFM

Temperature Range Up to 275°F standard

Efficiency 99%+ at rated micron

Pressure Drop 0.5" to 3" WC clean

AVAILABLE OPTIONS

Option Description

Pleated Cartridges High surface area in compact form

Sock Filters Easy replacement, economical

Bag Filters High dust loading capacity

Panel Filters Flat mounting configuration

HEPA Filters Ultra-fine particle capture

Carbon Filters Odor and VOC removal

MATERIALS

Material Properties / Applications

Polyester General purpose, moisture resistant



Polypropylene Chemical resistance

PTFE Membrane Fine particle capture, easy cleaning

Cellulose Economical option

Spunbond/Meltblown High efficiency filtration

Antistatic Media Static dissipative options

OEM COMPATIBILITY

Compatible with equipment from: Conair, ACS, Novatec, Maguire, Motan, Piovan, Matsui, Wittmann

APPLICATIONS

• Material receiver venting • Hopper loading • Central vacuum systems • Dust collection • Conveying air filtration
• Dryer air filtration

INDUSTRIES SERVED

• Plastics processing • Food processing • Pharmaceutical • Chemical • Packaging • Industrial manufacturing

ADDITIONAL NOTES

Filter replacement programs available. Custom sizes for non-standard equipment.
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