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Shaker Screens
Vibratory screening and classification screens for separating plastic pellets and granules by size. Removes
fines, oversized particles, and contamination from material streams.

SPECIFICATIONS

Specification Details

Mesh Range 4 mesh to 100 mesh

Screen Diameters 18" to 72" and custom

Frame Types Tensioned, self-cleaning, rigid

Wire Diameter 0.010" to 0.135"

Open Area 30% to 70% typical

Temperature Rating Up to 500°F

AVAILABLE OPTIONS

Option Description

Woven Wire Mesh Standard screening media

Tensioned Screens Stretched over frame, replaceable

Self-Cleaning Ball deck or brush cleaning

Wedge Wire Non-blinding design

Perforated Plate Heavy-duty applications

Polyurethane Panels Abrasion-resistant

MATERIALS

Material Properties / Applications

304 Stainless Steel Standard corrosion resistance



316 Stainless Steel Enhanced chemical resistance

Carbon Steel Economical non-corrosive applications

Brass Non-sparking applications

Polyurethane Flexible, long-wearing screens

Nylon Non-metallic separation

DIMENSIONS & SIZES

Size/Type Specifications

18" Diameter Small batch operations

24" Diameter Laboratory and small production

30" to 48" Diameter Production scale

60" to 72" Diameter High-volume operations

Custom Sizes Any size to fit equipment

OEM COMPATIBILITY

Compatible with equipment from: Kason, Sweco, Russell Finex, Midwestern Industries, Rotex, Gump, Great
Western

APPLICATIONS

• Pellet classification • Fines removal • Contamination removal • Size grading • Dedusting • Quality control
screening

INDUSTRIES SERVED

• Plastics compounding • Resin production • Recycling • Food processing • Pharmaceutical • Chemical
processing

ADDITIONAL NOTES

Quick-change tensioning systems available. FDA-compliant screens for food-contact applications.
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